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Lib Foil DS621  

Å Thickness 8um~35um 
Å Double shining and low roughness  
Å Good banding duration and great performance of high power voltage charge discharge from  special design 

grain structure in base foil 

Drum side Matte side 

ɥ=18.19 

wettability 

Spec 

Thickness 
Area 

weight 
Tensile(kg/mm2) Elongation(%) Roughness(μm) 

um g/m2 R/T(25ʕ) H/T(180ʕ) R/T(25ʕ) H/T(180ʕ) 
s/s m/s 

Ra Rz Ra Rz 

DS621 

(double  
Shining )  

8 72ǰ1.5 ʿ33 ʿ17 ʿ8 ʿ3 ʾ0.3 ʾ2.0 ʾ0.3 ʾ2.0 

9 81ǰ1.5 ʿ33 ʿ17 ʿ8 ʿ3 ʾ0.3 ʾ2.0 ʾ0.3 ʾ2.0 

10 89ǰ1.5 ʿ33 ʿ17 ʿ10 ʿ3 ʾ0.3 ʾ2.0 ʾ0.3 ʾ2.0 

12 107ǰ2.0 ʿ33 ʿ17 ʿ12 ʿ3 ʾ0.3 ʾ2.0 ʾ0.3 ʾ2.0 

35  285ǰ3.0 ʿ30 ʿ17 ʿ20 ʿ3 ʾ0.3 ʾ2.0 ʾ0.3 ʾ2.0 

Character 
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DS621 Spec data 

Li-B 
Thick

ness 

Area 

Weight 

Tensile 
R/T 

Tensile 

(180ʕ) 

Elongation 

R/T 

Tensile 

(180ʕ) 

unit um g/m2 kg/mm2 kg/mm2 % % 

DS621 

8 71.5 35.3 20.2 9.5 4.7 

9 81.3 34.3 19.3 9.3 5.0 

10 89.4 34.9 20.3 11.4 5.1 

C 8 72.1 32.3 18.9 6.6 1.3 

Li-B Thickness  Shinny side Matte side Dyne 

unit um Ra (um) Rz (um) Ra (um) Rz (um) Dyne 

DS621 

8 0.25 1.77 0.26 1.91 >38 

9 0.25 1.65 0.28 1.85 >38 

10 0.28 1.90 0.21 1.69 >38 

C 8 0.39 2.04 0.31 1.93 >38 
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DS621 Analysis 

Li-B 
Oven test 

140 C/15min 160 C/10min 

8u DS621 
No Oxidation  

No color change 

No Oxidation  

No color change 

9u DS621 
No Oxidation  

No color change 

No Oxidation  

No color change 

10u DS621 
No Oxidation  

No color change 

No Oxidation  

No color change 

Component(%) 

Cu Cd Pb As Ni Zn 

99.98 -  <0.0005 <0.0005 <0.0005 <0.005 

Fe Sn Sb Bi  Cr 

<0.003 -  -  -  <0.01 
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DS621-M side  X500 DS621-M side  X1500 

 

DS621-M side  X3000 

DS621-S side  X500 DS621-S side  X1500 DS621-S side  X3000 


